
JMP Jackmounts with Captive Pendulum Screw 
Cast Iron 250 Base, Zinc plated mild steel screw 

Model Maximum Static Load/Mount

Unit 
JMP Dimensions mm -50 -70 -80 Mass
Cast Iron D H daN daN daN kg

60-* 70 22 150 300 400 0.30
80-* 90 22 250 500 800 0.60

100-* 110 24 400 800 1200 0.90
120-* 130 26 550 1100 1700 1.45
130-* 140 26 650 1300 2000 1.65
170-* 180 28 1100 2200 3400 3.05

Finishes to JMP Bases Suffix

Standard Green RAL 6011 GN
to order ZP Zinc Plated Yellow Passivate ZP

Model Maximum Static Load/Mount
Unit 

JMS-P Dimensions mm -50 -70 -80 Mass
Stainless D H daN daN daN kg

60-* 60 22 150 300 400 0.30
80-* 80 22 250 500 800 0.60

100-* 100 24 400 800 1200 0.90
120-* 120 26 550 1100 1700 1.45
150-* 150 26 1600 1300 2000 2.20
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PSP Pendulum Screws  Zinc Plated Mild Steel
PSS  Pendulum Screws Stainless Steel 304

Pendulum Screws Dimensions mm

Thread M M10x1.5 M12x1.75 M16x2 M20x2.5 M24x3

T1 8 10 12 19 10
T2 21 23 25 32 23
D 15.5 15.5 15.5 15.5 15.5

AF 17 19 24 30 19
L1 44 70 70 70 - 

94 90 90 90 - 
- 140 140 150 150
- 200 200 200 200
- 250 250 250 -

Order Examples 
PSP 16x2x140 Pendulum Screw Assembly Zinc Plated Mild Steel
PSS 20x2.5x150 Pendulum Screw Assembly Stainless Steel 304
JMP 100-50 GN PSP 16x2x140  Base Green, Screw Zinc Plated Mild Steel
JMS-P 80-70 PSS 20x2.5x150 Stainless Steel 304 Base and Screw
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Pendulum screw tilts up to 50 in any direction. For mounting, levelling and vibration  damping of  machines and 
equipment all industries and suited to  levelling screw support.

JMS P Jackmounts with Captive Pendulum Screw
Stainless Steel 304 Base and screw 

9.05

JMP Base + PNP Pendulum Nut  
e.g. JMP 100-50+PNP 16x 2

JMS-P Base + PNS Pendulum Nut  
e.g. JMS-P 100-50+PNS 16x 2

1 daN = 1kg

1 daN = 1kg


